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MMDS High Gain WB-03 Antenna,
Power Inserter, Down Converter Kit

Integrated Gain
Input Frequency

Output Frequency
Gain Stability over temp
Gain Flatness

Noise Figure over temperature range
LO Frequency

LO Frequency Stability

LO Leakage IF Port

LO Leakage Antenna Port
Image Rejection

IF Rejection

PCS Rejection

WCS Rejection

RF Output Level(max) @ CTB > 55 dBc

Spurious In IF band
Radar Immune

Output Impedance
Output Connector
Supply Voltage

Supply Current
Operating Temperature
Weatherproof Housing
Lighting/Surge Protection

38 dB(Typical)

2500 ~ 2700MHz (2100~2500 and more
options available)

222~422MHz

+/-2dB

+/-0.1dB @ 6 MHz

+/-1 dB@250 ~350mhz

<2 dB

2278MHz(1838, 1850, 1934, 1998, 2030,
2033, 2306, 2246, 2286, 2908 and more
options available)

+/- 24 KHz over temp

-95 dBc/Hz @ 10 KHz

-105 dBc/Hz @ 100KHz

<-45 dBm

<-60 dBm

>80 dB

>80 dB

>100 dB

>52 dBm

31 Channels: 26 dBmV

20 Channels: 28 dBmV

10 Channels: 32 dBmV

<- 100 dBm

YES

75 ohms

F-type Female

+15 VCD to +24VDC 170 mA max
350 mA max

-40°C to 70°C 100% weatherproof
100% Leak Test

Meet or exceed IEEE specifications

Finish Polyester Power Coat Paint
GDI Technology, Inc. Telephone 305.969.2047 All designs, specifications & availability of the products &
13601 SW, 143 C,T. Fax 305.969.8853 services presented on this page are allowed to change

Suite 101 & 102
Miami, Florida, 33186

Sales sales@gditechnology.com
www.gditechnology.com

without previous notice.

© GDI Technology Inc. 2014



