
Based on Huawei HiSilicon
high-performance chip

4*GE+1*POTS+2*USB+2.4G/5G Wi-Fi 5dBi
HISILICO CHIP BASED

PORTS 

INDICATORS

SYSTEM POWER SUPPLY

POWER ADAPTER INPUT

OPERATING TEMPERATURE

OPERATING HUMIDITY

WEIGHT

DIMENSIONS (HxWxD)

• 4*GE+1*POTS+2*USB+2.4G/5G Wi-Fi 5dBi

• POWER/PON/LOS/TEL/LAN1/LAN2/LAN3/LAN4/WLAN/WPS/USB-1/USB-2/

• 11–13V DC, 1-1.5 A

• 100–240V AC, 50–60Hz

 • 0°C to +40°C

• 5%RH to 95%RH (non-condensing)

• About 400g

• 200mm*140mm*28mm
  (not include the 4 *antenna)

DEVICE PARAMETERS

Gigabit Dual Band
ONT-HZ8546V5



GPON port

• 1xGPON interface (SC/UPC)
• Class B+
• Receiver sensitivity: -27dBm
• Wavelengths: US 1310nm, DS 1490nm
• GPON:consistent with the SN or passport
• Transmit rate: 2.488Gbps
• downstream; 1.244Gbps upstream

INTERFACE PARAMETERS

WLAN

• IEEE 802.11 b/g/n(2.4G)
• IEEE 802.11 a/n/ac(5G)
• 8xSSIDs(2.4/5G)
• WPS
• 2.4 G/5G concurrent
• Antenna gain: 5 dBi
• WPS

USER NETWORK 
INTERFACE

• 4GE; Auto negotiation
• 1xPOTS interface
• 2xUSB 2.0

SUPPORTED 
SERVICE

• Smart WIFI, Smart WLAN Share
• VoIP, Internet, IPTV
• VLAN: 802.1Q, 802.1P, 802.1ad
• MAC address table: 1k
• L3 function: DHCP server/Client/Relay,NAT
• VoIP: SIP/H.248, G.711/G.729, T.30/T.38
• WPA-PSK, WPA2-PSK, WPA-PSK/WPA2-PSK Mixed

MAIN FUNCTION

SECURITY

• MAC
• Filter Port
• Filter
• 3 Level Firewall

MANAGEMENT
• Web UI, TR069, TMS Server supported
• Doub-sysytem software
• USB: USB backup

L3 FEATURES

• PPPoE/Static IP/DHCP
• NAT forwarding
• DDNS/DNS
• IPV4/IPV6

GDI reserves the right to make changes to the product at 
any time without notice. Information provided by GDI 
Technology is believed to be accurate and reliable. 
However, no responsibility is assumed by GDI Technology 
for its use, nor for any infringements of patents or other 
rights of third parties which may result from its use.

GDI Technology products are not authorized or 
warranted for use as critical components in equipment 
that requires an extremely high level of reliability. A 
critical component is any component of a life support 
device or system whose failure to perform can be 
reasonably expected to cause the failure of the life 
support device or system, or to a�ect its safety or 
e�ectiveness.
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Based on Huawei HiSilicon high-performance chip


