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GDI-PGG Series

Lite Tension Dead-End
for ADSS Fiber Optic Cable

PRODUCT OVERVIEW

The GDI-PGG Series is a dielectric dead-end solution intended for terminating short-span, low-tension ADSS
fiber optic cables in low-voltage applications. Featuring a single-layer component structure, it offers a
cost-effective option for handling very light loads. The design efficiently distributes the minimal axial

force at the cable end into a consistent radial compression near the dead-end loop, helping maintain

cable integrity and support long-term performance.

Available Models and Specifications

Part Number Cable Diameter Range Leg Specifications
GDI-PGG-048 10.6-11.6 mm 2.2 X6 x600 mm
GDI-PGG-096 14.2-15.6 mm 2.5x5x 1000 mm
GDI-PGG-144 49.8-19.5 mm 2.5x6x 1000 mm

GDlI reserves the right to make changes to the product at any time
without notice. Information provided by GDI Technology is
believed to be accurate and reliable. However, no responsibility is
assumed by GDI Technology for its use, nor for any infringements
of patents or other rights of third parties which may result from its
use.

GDI Technology products are not authorized or warranted for use
as critical components in equipment that requires an extremely
high level of reliability. A critical component is any component of
a life support device or system whose failure to perform can be
reasonably expected to cause the failure of the life support device
or system, or to affect its safety or effectiveness.
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